
                   www.ringtail.co.uk  - +44 (0) 1772 336335 -  sales@ringtail.co.uk

IP65 LED BULKHEAD

• Moulded self extinguishing polycarbonate base and fitted 

with a fresnel diffuser.

• An IP65 rated unit.

• Complying with the requirements of EN60598-2-22.

• Suitable for incorporation into an emergency lighting system 

complying with BS5266-1:2011. 

• DALI addressable option available.

• Passes 850 degrees C Hot-wire test defined by ICEL.

• Self testing unit - continuously tests battery voltage and 

operation of the LED’s every 15 days, and every 6 months.

• This bulkhead can be fitted with a universal legend kit (part 

no. ULK) making it suitable for use as exit signs.

The X-CSL3M light is a high light output LED, 
emergency bulkhead suitable for internal and external 
environments.

Dimensions

Specification

• IP65
• Polycarbonate/ABS Construction
• Clear Fresnel Diffuser
• Removable / Hinged Gear Tray
• Exit Signs with ULK
• Self-Test
• 6 LED’s
• Internal / External

IP65 EXIT SIGN

Suitable Applications

• Suitable for all escape routes including final exits and 
intersections. 

• Suitable for incorporation into an emergency lighting 
system complying with BS5266-1:2011.

• Suitable for exterior applications.
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IP65

X-CSL3/ v3

Options

Options

/BK Black base

ULK Universal legend kit

BEZ/R Semi-recessing kit

/DALI DALI

/PC Photocell
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X-CSL3M 6 CREE LED’s

X-CSL3M/DALI -

X-CSL3NM -

X-CSL3NM/DALI 6 CREE LED’s

X-CSL3/110 110V ACDC Slave. 

X-CSL3/230 Mains only / 230V Static inverter

Catalogue Numbers

Technical Specification

Lamp Type Power Con Battery Duration Weight Emerg Output

X-CSL3M 6 CREE LED’s 7W 3.6V 3Ah Ni-Cd 3 Hours 1.1 Kg 150 Lumens

X-CSL3M/DALI - - - - - -

X-CSL3NM - - - - - -

X-CSL3NM/DALI 6 CREE LED’s 4.14 W 4.8V 4Ah Ni-Mh 3 Hours 1.02 Kg 400 Lumens

X-CSL3/110 110V ACDC Slave. 

X-CSL3/230 Mains only / 230V static inverter

Installation Notes

Materials / Finish

• The diffuser is screw fixed and sealed 
by gasket to the base to provide IP65 
protection. 

• Semi-recessing option available.

• White moulded self extinguishing polycarbonate 
base 

• Fresnel diffuser.
• Black  base finish option

X-CSL3/ v3
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