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10Y29
10-year Optical Smoke Alarm 

Battery-Powered 

Overview

        Key Features

Compact and simple smoke alarm with a non-replaceable, sealed-in 

Lithium battery for 10 years of continuous protection meaning the 

user never needs to change the battery for the full duration of the 

Optical smoke alarm sensor technology
Battery operated sealed-in lithium battery lasts the full life of the alarm
10-year battery life
Hush button feature allows nuisance alarms, such as those caused by cooking or steam 
to be temporarily silenced
End-of-life warning signal alerts you when alarm needs to be replaced
10-year warranty
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10-year Optical Smoke Alarm  

Battery-Powered  

Technical Specifications 

General 

Weights and Dimensions 

Alarm Dimensions 104mm x 45mm 
Alarm Weight (w/o packaging) 170g 
Case Quantity 6 units 

Certification / Approvals 

BS EN14604:2005, CE 
Manufactured to ISO9001 Standard 

Warranty 

10-  

 

Sensor Type Optical 
Primary Power Supply Sealed-in lithium 
Battery Life 10-years 
Sound Output Level 85dB (A) at 3 metres 
Mounting Options Ceiling or wall mounting recommended  
Operating Temperature Range 0 °C to 40 °C 
Humidity Range Up to 93% RH (non-condensing) 
Storage and Transport  -20 °C to 60 °C, 5% to 95% RH (non-condensing) 


