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Technical Specification           

Model Capacity Fire Full Weight Temp  Operating Pressure Discharge Discharge Diameter Height 

  (Litres) Rating (Kgs) Range (Bar) @ 20⁰C Duration (Secs) Range (M) (mm) (mm) 

BXF6 6 13A/144B 10 +5⁰ to + 60⁰C 12 40 4 165 540 

BXF6 AFFF Foam Extinguisher  

The Aqueous Film Forming Foam (AFFF)

additive is a blend of perfluorinated and

hydrocarbonsurfactants.



On Class A fires the foam enhances the

coolingabilityof thewaterbase. OnClass

Bfiresthefoamenablestheformationofan

aqueous film capable of spreading on the

surface of burning fuels, which prevents

vapour production and seals the surface

fromoxygen.



Thismodelhaspassedtherequirementsof

BSEN3for thesuitabilityofbeingusedon

liveelectricalequipment.



AFFFwillextinguishclassA(carbonaceous)

firesandclassB(flammableliquid)fires.



Features



 ApprovedandcertifiedtoBSEN3

 Kitemarkedproduct

 CEmarkedinaccordancewiththePED

 Excellentfireratings

 Colourcodedscreen

 Gaugecheckwithmagnet

 Safeandreliable

 ManufacturedinGreatBritain

 

 

Stored Pressure 

Britannia Fire reserve the right to alter the specification of the product without prior notice 




