
Robust Construction 

 Made from die-cast aluminium. 

 Each unit fits to the door on a solid 2mm steel backplate. Strong 

12mm steel-plated bolt. 

 Little maintenance is required – no glass or plastic to break.  

Self-contained alarm 

 The alarmed models incorporate a buzzer (giving approx.105dB) 

powered by 1 x PP3 battery – lasting 12 months on normal usage.  

Quick and easy fitting 

 Full detailed instructions included.  

 Steel backplate screws to door (using up to six screws). The unit  

    simply screws to the backplate.  

 All units are totally enclosed with hidden fixings.  

 All parts included - screws, battery, keep, sign, and 2 keys.  

Other features 

 Models 103S and 104S have an ‘on/off’ key switch enabling the alarm to be deacti-

vated to allow means of access without the alarm sounding.  

 Unit dimensions 135mm wide x 84mm high (max) x 42mm deep.  

With our Cooperbolt range of door bolts the door is bolted except in 

an emergency and once opened the bolt can only be reset by the  

keyholder.  

101 -  Non-Alarm Bolt 

Emergency Door Bolts 

Outward Opening (push)  

101 Non Alarm Bolt 

103 Alarm Bolt 

103S Alarm Bolt with Switch 

 

Inward Opening (pull)  

102 Non Alarm Bolt 

104 Alarm Bolt 

104S Alarm Bolt with Switch 

The Emergency Bolt Company  

DOOR 
SECURITY 

WITH 
ACCESS 

102 - Non-Alarm Bolt 

Outward Opening Bolts (Push)  Inward Opening Bolts (Pull)  

103 -  Alarm Bolt 

103S -  Alarm Bolt with Switch 

104 - Alarm Bolt 

104S - Alarm Bolt with Switch 

103S Alarm Bolt with Switch  
        Door locked position  

25mm (1”) bolt throw 

135mm 

84mm 

Keeps for Bolt Shoots  

Push bolts: flat keep included  

(box keep available on request,  

 at additional cost). 

Pull bolts: box keep included. 

Flat & Box Keeps 


