
230V5
 YEARS

5 Year Warranty

Mains Powered Carbon Monoxide Alarm

This NEW alarm is Kidde’s entry-level alarm for the consumer requiring 
protection from the risk of this poisonous gas in your home.

900-0191UK 

EN50291: 2001
KM98848

230V mains powered
Battery back-up – works even during a power cut
Peak level memory
Flexible mounting positions 
BS EN 50291 approved

9V

9V Battery Back-upMains Powered



230V mains powered

Battery back-up – works even during 
a power cut

Peak level memory

Test button and LED allow simple verification 
of alarm operation

Electrochemical Technology

Flexible mounting positions

Loud 85 decibel alarm – alerts you of danger
whilst you sleep 

BS EN 50291 approved

5 year manufacturers warranty

Kidde Safety Europe Ltd

Mathisen Way, Poyle Road, Colnbrook, Berkshire SL3 OHB United Kingdom

Tel: +44 (0) 1753 685148  Fax: +44 (0) 1753 685096  www.kiddesafetyeurope.co.uk

900-0191UK 
Mains Powered Carbon Monoxide Alarm

KEY PRODUCT FEATURES

SPECIFICATIONS

275 x 185 x 80mm HxWxD 
0.60kg (including packaging)

3
300 x 198 x 300 

INDIVIDUAL
DIMENSIONS 

WEIGHT
OUTER

QTY. PER CASE
DIMENSIONS 

PACKAGING SPECIFICATIONS

900-0191UK
Mains Powered Carbon Monoxide Alarm
0-047871-061167 
100-47871-061164
900-0211
5 yrs (from date of purchase)
Electrochemical
Peak Level Memory, Flexible Mounting Locations 
(wall-mounted, direct mains plug-in, free-standing)  
AC/DC
Battery Back-up 
9V
0.52kg (including batteries)
140 x 86 x 48mm HxWxD 
85 decibels
-4.4ºC to 100ºF 37.8ºC
Wall or Ceiling, Socket Plug-in, Free-Standing 
BSI 50291 (Cenelec)

MODEL 
DESCRIPTION

UPC NO
OUTER CARTON BARCODE

PART NO
WARRANTY (YRS)

TECHNOLOGY
FEATURES

OPERATION: AC/DC
BATTERY OPERATED

BATTERY TYPE
PRODUCT WEIGHT

PRODUCT DIMENSIONS 
PERFORMANCE

OPERATING TEMP 
INSTALLATION POSITIONS

APPROVALS


