DS2500E

Phoenix DS2500E Series

FOUR SAFES IN ONE - this safe provides fire protection for paper documents, computer diskettes, tapes
and all forms of data storage and security for cash and valuables all in one unit. Suitable for use in
residential or business premises.

® Fire Protection (Paper) — Tested to Swedish NT Fire 017 — 90 Paper (DS2501E/DS2502E),
NT Fire 017 — 120 Paper (DS2503E), providing up to 120 minutes fire protection for paper
documents.

® Fire Protection (Data) — Tested to Swedish NT Fire 017 — 90dis (DS2501E/DS2502E), NT Fire 017 - 120
data (DS2503E), providing up to 120 minutes Fire protection for computer diskettes, tapes and all
forms of data storage.

® Security Protection — The safe is recommended for an ovemight cash risk of £2,500.00 or
£25,000.00 valuables*.

® Locking - Fitted with a high security user friendly REDL2 electronic lock programmable with users
own code up to 16 digits.

® rittings — Each safe comes complete with height adjustable shelf and lockable drawer.

® Fixing — Can be secured to the floor by choosing optional PAD4 base fixing system.

® Special Features — Fitted with automatic slam shut locking. DS2501E and DS2502E are supplied
with four internal key hooks and the DS2503E has five,

® Colour - Finished in a high quality scratch resistant paint Ral?003 White.
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*Ratings are approximate only and may vary due to area conditions and location. Please check with your underwriter.
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Phoenix DS2500E Series

The Phoenix DS2500E Data Combi series are manufactured from the
best quality EGI steel plate and, when combined with the latest fire
resistant technology, a safe of massive strength, security and innovation
is produced.

Great attention was given in the design of the safe to create not only
resistance to attack by force or fire, but also to simplicity and ease of
use.

The user friendly electronic digital lock allows the user to programme
their own personal code from up to 16 easily remembered numbers,
with a master code override if required.

Whenever an emergency arises, simply close the door and the PAL
automatic locking facility takes over.

Sliding steel bolts, 30mm in diameter, willimmediately engage info the
door frame, locking the door shut and prevent access by force. In
addition, a unique combination of door curvature seals will also present
a virtually airtight defence against penetration by heat, gases and the
chemicals ever present in a fire.

Even greater strength and resistance can be obtained with an optional
PAD 4, anchor system. This device permanently bolts the safe to any
type of floor and prevents its physical removal from the premises. Use of
this system not only deters attack, but also significantly increases the
insurance rating of the safe.
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Dimensions stated as:

External height x width x depth
Infernal height x width x depth
Door swing

Weight

Capacity

Data box volume

Packaged Dimensions & Weight
Internal Key Hooks
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Data Combi DS2501E

720mm x 500mm x 500mm
510mm x 3756mm x 330mm*
440mm/40mm

97 kg

63 litres

7 litres

745mm x 530mm x 560mm / 100kg
4
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Data Combi DS2502E

905mm x 520mm x 520mm
670mm x 380mm x 330mm*
460mm/40mm

129 kg

84 litres

7 litres

930mm x 550mm x 576mm / 132kg
4

I@TMMOO®>»@

Data Combi DS2503E

1145mm x 655mm x 560mm
880mm x 475mm x 350mm*
570mm/40mm

222 kg

145 litres

13 litres

1160mm x 695mm x 630mm / 231kg
H 5
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*The internal drawer and data box reduces internal
height by 306mm on DS2501E, DS2502E and 380mm
on DS2503E.

All weights and sizes are approximate.

All Phoenix Fire Safes come with a Free lifetime
‘after the fire’ replacement warranty and a full two
year materials and labour warranty.

Phoenix policy is one of constant improvement.
We therefore reserve the right to alfer any part of
the specification achieved in this publication
without incurring any obligation.
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